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Chinese Standard Rolling Stock Cables

Number of conductor×Nominal
Cross-Sectional

Area

Conductor
Construction

Overall Diameter Weight
Maximum Conductor 

Resistance
20°C

mm² No/mm mm kg/km �
���N�P
3×1.5 48/0.20 7.4 94 13.7
5×1.5 48/0.20 8.7 133 13.7
7×1.5 48/0.20 9.4 171 13.7
11×1.5 48/0.20 12.5 272 13.7
16×1.5 48/0.20 13.8 366 13.7
19×1.5 48/0.20 14.5 424 13.7
20×1.5 48/0.20 15.1 451 13.7
24×1.5 48/0.20 16.8 528 13.7
33×1.5 48/0.20 18.8 717 13.7
37×1.5 48/0.20 19.5 792 13.7
43×1.5 48/0.20 21.8 916 13.7
48×1.5 48/0.20 22.2 1007 13.7
2×2.5 77/0.20 7.6 99 8.21
3×2.5 77/0.20 8.4 129 8.21
5×2.5 77/0.20 10.0 190 8.21
7×2.5 77/0.20 10.8 247 8.21
11×2.5 77/0.20 14.4 393 8.21
16×2.5 77/0.20 16.0 537 8.21
19×2.5 77/0.20 16.8 622 8.21
20×2.5 77/0.20 18.0 680 8.21
24×2.5 77/0.20 20.0 797 8.21
33×2.5 77/0.20 22.0 1060 8.21
37×2.5 77/0.20 23.0 1185 8.21
43×2.5 77/0.20 25.8 1371 8.21
48×2.5 77/0.20 26.2 1511 8.21
2×4.0 77/0.26 8.8 142 5.09
3×4.0 77/0.26 9.7 190 5.09
5×4.0 77/0.26 11.6 285 5.09
7×4.0 77/0.26 13.0 389 5.09
11×4.0 77/0.26 16.9 599 5.09
16×4.0 77/0.26 19.2 849 5.09
19×4.0 77/0.26 20.2 986 5.09
20×4.0 77/0.26 21.2 1049 5.09
24×4.0 77/0.26 23.8 1246 5.09
33×4.0 77/0.26 26.2 1667 5.09
37×4.0 77/0.26 27.2 1849 5.09
43×4.0 77/0.26 30.6 2143 5.09
48×4.0 77/0.26 31.1 2368 5.09

IRM 903
Fuel Oil Resistant

IRM 902
Mineral Oil Resistant

Flame Retardant
NF C32-070-2.1(C1)
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Zero

Fire Retardant
NF C32-070-2.2(C2)
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NF X70-100/NF F63 808

TM1-04/BS 6853

Corona Resistant Abrasion Retardant Acid&Alkaline
Resistant

UV Resistant Ozone Resistant�+�L�J�K�O�\���)�O�H�[�L�E�O�H Cold- resistant
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Resistance To
Soldering Heat
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